Iraqi Journal for Computer Science and Mathematics \,t,’/@tg\o'
7! N/
\/:
Journal Homepage: http://journal.esj.edu.iq/index.php/IJCM {‘.\Amt ”‘i//
Journal ISSN: 2788-7421 \‘\ s g
IJCSM ==

Proposed method for scale drawing calculating depending on the
line detector and length detector

Huda Dheyauldeen Najeeb!**, Rana Fareed Ghani?

1Department of Public Relations, University of Al Iraqia, Baghdad, Iraq.

2Department of Computer Science, University of Technology, Baghdad, Iraq

*Corresponding Author: Huda Dheyauldeen Najeeb

DOI: https://doi.org/ 10.52866 /ijcsm.2021.02.02.002
Received February 2021; Accepted May 2021; Available online July 2021

ABSTRACT: A scale drawing is a significant tool in many fields such as geography, mathematics, and astronomy
research as it has a variety of applications, including Google maps. A new way to benefit from the scale drawing in
soccer image is presented in this paper. When the distance of the camera is uncertain, the scale drawing can be used
to determine the relationship between the ball and players to estimate the ball size and determine the zooms in and
out.

The scale drawing and factor are used in architecture and image processing. After calculating the scale factor, the
length of every part or line in the image can be computed by multiplying the original length by the scale factor.
The research findings indicated that the proposed work was successful in computing the scale drawing in two ways,
namely, line detector and length detector, with approximate results to the desired results.
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1. INTRODUCTION

A scale drawing is a clarification of something that is drawn either smaller or larger than the original. For example, a
scale drawing of a building is drawn smaller than the original drawing, but on the same scale. Scale drawing is a valuable
tool for any designer because it can be used to adjust landscape plans, visualize, and plan before breaking ground. As
compared with the real objects, scale drawings allocate each object to the same scale [1] [2].

Several research have emerged in this subject area. Chuck et al. [3] determined the relationship between the moon and
earth using scale drawing to draw them on paper. The scale drawing was measured to determine the diameter in paper
based on the real diameter of the moon and earth. The research discovered that scale drawings result in a 1/4 scale, thus if
the diameter of the earth in the paper is eight, the diameter of the moon in the paper is 2. Tanvir et al. [4] used a scale ratio
for analyzing the effect of zooming the image size, thus the scale of increased picture does not follow the same equation
all time. Xinguo et al. [S] presented a way for estimating the ball size depending on identifying a set of salient objects in
the court to their physical sizes (such as the center circle or goalmouth) to detect and track the ball in broadcasting soccer
videos. Thereafter, the ball’s size is calculated by multiplying the ratio by the ball’s physical size.

2. SCALE DRAWING AND SCALE FACTOR

A drawing of an actual thing that has been accurately scaled down or enlarged by a specified quantity (i.e., scale).
When comparing the relative magnitudes of huge items, scale drawings are extremely beneficial. A scale model of solar
system is frequently shown at science museums to help us understand the vast distances between each planet and the sun.
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On a scale drawing, one unit of measurement equals n units in reality. The units can be meters, centimeters, or any other
measurement system.

A scale drawing shows a drawing where the dimensions are proportional to the actual size of the object being drawn
in a predetermined ratio. While the term scale factor is the ratio of a measurement of the drawing compared with the
corresponding measurement of the original figure. A scale factor is the number that multiplies or scales a value.

The following is the formula:

A = Bn (1

B Is the scale factor for n [6] [7] [8]
If the scale factor is < 1, the created object is smaller. (reduce)
If the scale factor is > 1, the created object is larger. (enlarge)

3. COURT FOOTBALL GAME (SOCCER GAME COURT

With an estimated 250 million players worldwide, association football is the most followed, watched, and played sport
on the planet [9].

Football court measurements must be accepted by FIFA, which are items that must be understood and applied correctly
based on its own criteria and must be available when constructing any court r to recognize and register this court in FIFA’s
records and enable international matches to be played on it [10]. Fig. 1 shows the soccer court measurements, with the
length of the penalty area line at 44.3 meters and the radius of the court’s center circle at 9.15 meters.

90m minimum to 120m maximum
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FIGURE 1. Soccer court measurements [11]

4. SHAPE REPRESENTATION

Shape representation describes the shape of an object to make it is possible for detection and tracking. The commonly
used shape representations include points, geometric shapes, silhouettes, contour, articulated shape models, and skeletal
models [12].

This paper focuses on the contour method, which is a flexible model for representing nonrigid or complex objects, and
many various object shapes, also called Blobs, which represents the region inside the contouring boundary or outline of
an object [14].

5. MATERIALS AND METHODS

The proposed work is computing the scale drawing by using two methods, namely, line detector and length detector.
The proposed algorithm includes two steps. The proposed method is applied in the images during the first step. The
proposed method is applied in the soccer video during the second step.

Some examples of scale drawing shown in Fig. 3, 4, and 5.

The scale drawing for the first figure is grasshopper with 1:2 and 2:1.

The scale drawing for second figure is the soccer court with 1 cm:100 m.

The scale drawing for third figure is the Eiffel tower with 1 cm:36 m.
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Various Ways for Shape Representation
(a) Using a single point, (b) Using a set of points, (¢ and d) geometric shapes, (e) Articulated shape, (f) Skeletal model, (g and h)
contour representation, and (i) silhouette representation [13]

Algorithm: Proposed method
Input: Video with supporting 30 fps at a Resolution of 1280x960 or any image.
Output: Computing scale drawing

Step 1: Start.

Step 2: IF (Input = Image) Then

Step 3: Call Image Scale Drawing algorithm.

Step 4: Else Call Video Scale Drawing algorithm.

Step 5: End.

Step 6: Image Scale Drawing algorithm.

Step 7: Read image.

Step 8: First method: The object was detected using background subtraction and calculated the length of
the object using the contour method.

Step 9: Second method: Detect the lines by performing Hough detection.

Step 10: Finding the scale drawing for each method.

Step 11: Go to Step 5.

Step 12: Video scale drawing algorithm

Step 13: Read video and spilt it into several frames.

Step14: First method: For each frame, the players were detected using background subtraction and
calculated the average length of the players using the contour method.

Step15: Second method: Read one frame and for every camera.

Step 16: IF (using camera = cameral) or (using camera = camera3)

Step 17: Detect the lines by performing Hough detection. This algorithm based on the penalty area line.
First, the penalty area line is determined using the contour method. Second, calculate its length using the
Pythagorean law.

Step 18: Else

Step 19: Detect the center circle by performing Hough detection, then calculate the radius of the circle.
Step 20: Finding the scale drawing for each method.

Step 21: Go to step 5.
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First Image

Second Image

FIGURE 3. Grasshopper [15]

FIGURE 4. Measurements of soccer court [16]

THE EIFFEL TOWER

Line 3

THE [IFFEL TOWER
BCALE DRAWING)

Line 2

Scale:1cm:36m

FIGURE 5. Eiffel Tower [17, 18]
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The computing scale drawing is discussed in this section. A scale drawing is an important tool in image processing to
estimate the size of the object in the image to measure the reduction and enlargement ratio of the object. Furthermore, the
scale drawing can be used in several games such as soccer, tennis, and basketball to estimate the size of the ball to identify
the ball among other objects to track it. Therefore, the proposed system with a predefined scale drawing was applied to
the dataset of a soccer game.

6.1 Images with a predefined scale drawing

The scale drawings of three images in Fig. 3, 4, and 5 were computed in this work. First, using the grasshopper image,
as shown in Fig. 3. The first image on the top left has been considered the original image because of the scale drawing of
1:1. The drawing scale of the images was calculated based on the length of these images, which were calculated according
to the contour method. The result was obtained by dividing the length of each grasshopper image by the length of the
original image.

Output using a length detector

Second, the soccer court image in Fig. 4 has been used. Using a line detector, a scale drawing of a soccer court was
measured, as shown in Fig. 7. Results show that the scale factor = 0.009845 and the scale drawing = 1 cm:101.57 cm.

Third, an image of the Eiffel Tower image in Fig. 5 has been used. Length and line detector methods have been applied
to compute the scale drawing in each method.

1) Line detector

Line 1 in the Eiffel Tower is used to calculate the scale drawing for the image.

The contour method is used to calculate the length of the line 1 in the tower area.

The real length of line 1 is converted to cm by multiplying 70.69 m with 100.

The drawing scale is calculated by dividing the length of the line 1 in the picture by its true length.
The results are as follow:

10
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2) Length detector

DetectCircleOfCourt

Radius of Circle : ~ 9.0085
Scale drawing : 1 cm:101.57 m
Scale Factor :  0.0098454

Error Rate : 0.0001546

FIGURE 7. Line detector application on the soccer court

Scalefactor = 0.027157553287
Scaledrawing = lcm : 36.8221683

The length of the Eiffel Tower is used to calculate the scale drawing for the image.

The contour method is used to calculate the length of the tower.
The real average length of the tower is converted to cm by multiplying 324 m with 100.

The drawing scale is calculated by dividing the length of the Eiffel Tower in the picture by its true length.
The results are as follow:

Scalefactor = 0.028638196019148
Averagescaledrawing = lcm : 34.9184005s

The result of all methods calculated an estimated scale drawing with a low error ratio estimated from the equation,

thus:

Error rate = | Original image's scale factor * Proposed method's scale factor |

(@)

After calculating the scale factor, the length of every part or line in the image can be computed by multiplying the original
length by the scale factor as shown in Table s 1, 2, and 3.

Table 1. Results of theproposed method in the grasshopper image

Predefine = Drawing scale was obtained usinga  Predefine scale  Scale factor was obtained usinga  Error
drawing scale length detector factor length detector rate
Second 1:2 1:2.03 0.5 0.498023786 0.00196721
image
Third 2:1 2.045:1 2 1.99735519 0.00264481
image
6.2 Dataset

The proposed system was applied in the soccer game database which was held in 2014 at Alfheim Stadium (Tromsg
IL) in Norway. The game was photographed at night using three basler cameras, each of which comprises 941 videos.
Each video was made from a single three-second video clip with a resolution of in the (1280 x 960) pixels in H.264
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" lengthof fine :  9.27877551020408

Scale drawing : 1 cm : 34.9184005630581 m
Scale Factor : 0.0286381960191484

Error Rate : 0.000860418241370623

Output using a length detector

i length of ine :  1.91976744186047

Scale drawing : 1 om : 36.8221683827983 m
Scale Factor 0.0271575532870344

Error Rate : 0.000620224490743327

Output using a line detector

Results of the proposed method in the soccer court image

Original Information = Result was obtained by using line detector

Scale drawing 1 cm:100 m 1 cm:101.57 m
Scale factor 0.01 0.0098454
Radius of circle  9.15 cm 9.0085 cm
Error rate 0.0001546

12
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Results of the proposed method inthe Eiffel Tower image

Original Image yielded the The length detector was used to get the The line detector was used to get the
result result result.
Scale factor 0.027777  0.028638196 0.0271575532
Length of linel 1.9635 2.02427 cm 1.9197 cm
cm
Length of line2  1.1238 1.1586 cm 1.0987 cm
cm
Length of line3  0.5180 0.5340 cm 0.5064 cm
cm
Height of 8999 cm  9.27877 cm 8.79886 cm
Tower
Error rate 0.00086041824 0.000620224

format [19]. Scale drawing can be computed in two ways, namely, line and length detectors. Line detector is a way for
estimating the ball size based on identifying a set of salient objects in the court to their physical sizes such as the radius
of the center circle or penalty area, thus can be used in online and offline games. Length detector can be used in offline
games only and can be calculated by multiplying the average player’s height by their physical height to detect and track
the ball in soccer videos. Therefore, this way is used when the salient objects in the court do not appear in the frame.

1) Line detector

Three steps to calculate the scale drawing for camera 1 and camera 3 based on the penalty area line are conducted:

e In both cameras, the Pythagorean law is used to calculate the length of the penalty area line.
e The real length of line is converted to cm by multiplying 44.3 m with 100.
e The drawing scale is calculated by dividing the length of the line in the image by its true length.

While the three steps to calculate the camera 2’s scale drawing based on the radius of the court’s center circle:

e The contour method in camera 2 is used to calculate the length of the radius of the court’s center circle.
e The real length of radius is converted to cm by multiplying 9.15 meters with 100.
o The drawing scale is calculated by dividing the radius of the center circle in the image by its true radius.

Line Detector using Emgu CV

Line of penalty area: 3.61456698306122 cm

Scale drawing : 1 cm: 317.654556922051 cm

Scale factor :  0.00314807383747178
Line detector application on camera 1

2) Length detector
There are three steps to calculate the scale drawing of all cameras based on the average players’ length in multiple
frames at each camera:

e In all cameras, the contour method is used to calculate the average players’ length.
e The real average players’ length is converted to cm by multiplying 1.75 m with 100.
e The drawing scale is calculated by dividing the average players’ length in the image by their true length.

13
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Circle Detector using Emgu CV

o e

Radius:  1.27 cm

Scale drawing : 1 cm : 709.302325581395 cm

Scale factor :  0.00140983606557377

FIGURE 11. Line detector application on camera 2

Line Detector using Emgu CV

FIGURE 12. Line detector application on camera 3

g o g o

i

Line of penalty area :  3.20192918367347 cm

Scale drawing : 1 cm : 358.591214110524 cm

Scale factor 1 0.00278869074402099
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Sl g 1 1 om 11 1 - 1
Scale facter s 0. © i ST RS

Frame212 Frame337

g of Payers Langth : 0.340007421150278 0@ Mg of ¥
e of Detected Playens : 11 We. of Detacted Payers : 11 Mo of Detected Payens : 12

lem: LEmpa 1amun m
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Mo of Datwctud Plyens | 15 . of Detactad Plaers : 17 Mo, of Detacted Payers : 17

Scale deaweng @ 1 om : ETIRFTGSIS cm  Goale drwwng ¢ 1 cm ;421 90801149606) om Scale drawing ¢ | cm 1 407 0335627075 cm

Scale factor : 0.0025791050780855 Scala factor | 0.00206067400029135 Scale factor | 0,00M43679986200226
Frame638 Frame 16446 Frame 16455

FIGURE 13. Length detector application on camera 1
The results are as follow: Scale factor = 0.0022603100 with an average scale drawing = 1:442.4171905
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FIGURE 14. Length detector application on camera 2
The result are as follow: Scale factor = 0.002644762179261 with scale drawing = 1 cm:378.105830 cm
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FIGURE 15. Length detector application on camera 3
The results are as follow: Scale factor = 0.0017427038374 with scale drawing = 1 cm:573.820966 cm
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The error rate between the two methods can be calculated using the following equation:
Error rate = | Method 1’s scale factor “ Method 2's scale factor |.

Once the scale factor was calculated, the ball’s size can be estimated and the length of each part or line in the image can
be calculated by multiplying the original length with the scale factor.

Table 4. Summary of the result
Number of the camera Method 1’s scale factor Method 2’s scale factor  Error rate

Camera 1 0.00314807383 0.00226031000 0.00088776383
Camera 2 0.00140983606 0.00264476217 0.00123492611
Camera 3 0.00278869074 0.00174270383 0.00104598690

Table 5. Comparative results with other related works

Name Method to calculate scale drawing Reason for using a scale drawing
of

researcher

Chuck pen and ruler draw moon and earth on paper
and

others

Tanvir detect image zooming on the image size

and

others

Xinguo  estimating the ball size depending on center circle or goalmouth detect and track the ball in soccer
and game (online)

others

Our combination of the two previous methods 1) detect line or length in any image  determine the zooms in and out
pro- 2) estimating the ball size depending on radius of center circle or length of the  detect and track the ball in soccer
posal penalty area or average players’ length game (online and offline)

7. CONCLUSION

In a variety of applications, a scale drawing is beneficial because a proportion between the dimensions of reality and
of any image exists, where the dimensions indicate the natural truth on the image and the dimensions are less than the
truth to make the image easier to read. In this paper, a new method was presented for computing the scale drawing via
two methods, namely, line detector and length detector. First, in the images with a predefined scale drawing. Second, in
the dataset of elite soccer player movements, where this work has successfully managed to reach the desired results.

In this paper, the ball size in soccer game was estimated based on identifying a set of salient objects in the court to their
physical sizes such as the radius of the center circle or penalty area using a line detector, but if they do not appear in the
frame, the ball size is estimated depending on the average player’s height to their physical height using a length detector,
but only for offline games. Therefore, for future work, another way must be investigated to estimate the ball size in the
online game where salient objects in the court do not appear in the frame.
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